GOING OFF GRID? NEED REPLACEMENTS?
Wind Cycle is now importing 2 volt deep cycle VRLA batteries ranging from 100 AH to 2000 AH suitable for wind or solar systems.
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LS Long Life Services VRLA Battery VALVE REGULATED LEAD ACID

TYPE VOLTAGEAH/10 HRAH/ 3 HRAH/ 1 HRL W H Lbs USD R

GFM-100 2 V 100 75 55 6.850394 2.480315 13.30709 17.6 41.2

GFM-150 2 V 150 113 83 6.771654 3.346457 13.46457 26.4 61.8

GFM-200 2 V 200 150 110 6.771654 4.330709 14.33071 35.2 82.4

GFM-300 2 V 300 225 165 6.889764 6.102362 14.37008 46.2 108.15

GFM-500 2 V 500 375 275 9.645669 6.889764 13.58268 81.4 190.55

GFM-600 2 V 600 450 330 12.99213 6.889764 14.13386 91.3 213.725

GFM-800 2 V 800 600 440 16.22047 6.889764 14.37008 136.4 319.3

GFM-10002 V 1000 750 550 18.89764 6.889764 14.37008 158.4 370.8

GFM-12002 V 1200 900 660 18.89764 6.889764 14.37008 162.8 381.1

GFM-15002 V 1500 1125 835 18.89764 13.8189 14.76378 231 540.75

GFM-20002 V 2000 1500 1100 19.33071 13.8189 14.76378 314.6 736.45
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Deposit required when placing orders. 
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		Batteries for solar/ wind

		LS Long Life Services VRLA Battery								VALVE REGULATED LEAD ACID

		TYPE		VOLTAGE		AH/10 HR		AH/ 3 HR		AH/ 1 HR		L		W		H		Lbs		USD R

		GFM-100		2 V		100		75		55		6.8503937008		2.4803149606		13.3070866142		17.6		41.2

		GFM-150		2 V		150		113		83		6.7716535433		3.3464566929		13.4645669291		26.4		61.8

		GFM-200		2 V		200		150		110		6.7716535433		4.3307086614		14.3307086614		35.2		82.4

		GFM-300		2 V		300		225		165		6.8897637795		6.1023622047		14.3700787402		46.2		108.15

		GFM-500		2 V		500		375		275		9.6456692913		6.8897637795		13.5826771654		81.4		190.55

		GFM-600		2 V		600		450		330		12.9921259843		6.8897637795		14.1338582677		91.3		213.725

		GFM-800		2 V		800		600		440		16.2204724409		6.8897637795		14.3700787402		136.4		319.3

		GFM-1000		2 V		1000		750		550		18.8976377953		6.8897637795		14.3700787402		158.4		370.8

		GFM-1200		2 V		1200		900		660		18.8976377953		6.8897637795		14.3700787402		162.8		381.1

		GFM-1500		2 V		1500		1125		835		18.8976377953		13.8188976378		14.7637795276		231		540.75

		GFM-2000		2 V		2000		1500		1100		19.3307086614		13.8188976378		14.7637795276		314.6		736.45






