HF1KW+1KW Hybrid generator
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1kw wind turbine &1KWsolar panel hybrid system
Hengfeng solar and wind hybrid system carries all components necessary for putting together solar, wind and hybrid electric systems. We also carry complete package systems for off-grid and grid-connected homes, businesses and stand-alone remote projects.

Following is the main technical data:  
1KW WIND TURBINE
	Power: 1KW

Blade diameter (m): 3.2
Rated Rotated speed(r/min): 400
Rated speed (m/s): 8

Rated power: 1KW

Max power: 1.5KW

Output voltage (v): 48

Start up wind speed (m/s): 3

Work speed (m/s): 3-25

Height of tower (m): 6

Top quality except tower: 95kg

Tower Steel tube model (mm):φ76

Speed regulation: leaning tail + electric brake

Machine Type: horizontal-axis wind turbine

Blade form: propeller

Blade number: 3 pieces

Blade material: glass fiber reinforced plastic

Type of generator: permanent-magnet 3 phase AC

Type of tower: guy wire or free standing
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SOLAR PANEL 1000W
[image: image3.png]Model LP100-121
Peak PowerPm (W) X
systern voltage (v) 247
Maximun Power VoltageVm (V) B
Maximun Power CurrentIm(A) 5. 56
Open Cirouit Voltage(Voc)V 42.48
Shor Circuit CurrentlIsc(4) 6.1
component size WL*¥H (mm) LEsesiess
mounting hole vertical 292
mounting hole transverse G
mounting hole size N(mm) 8-9x13
inner box size L#WkH(mm) G IED
outer box size L#Hi#H (mm) 1800+720+130
shipping carton quantity 2
net weight Kg 12

26

gross weight Kg
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(10pcs 100w solar panels)
GIRD-CONNECTED INVERTOR AND CONTROLLER 
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Technical data
	Max. DC Voltage
	450V DC

	Input voltage range
	100V-450V DC

	Nominal output power
	3000W

	Permission AC Voltage Range(Nominal)
	230V±15%

	Permission AC Voltage Range(Maximum)
	230V±20%

	Frequency
	50Hz±5HZ

	Maximum efficiency
	>94%

	European efficiency
	>92%

	Power factor
	>0.99

	Total Harmonic Distortion(THD)
	<4%

	Communication
	RS485/RS323

	Display
	LEDs and LCD

	Configuration
	Input and output is isolated

	Input protection
	Over voltage

Under voltage

	Output protection
	Short circuit protection

Island protection

Over heat protection

	Cooling
	Nature fan

	Operation surroundings temperature
	-25℃~+45℃

	Operation surroundings humidity
	0-90%

	Waterproof class
	IP22

	Size 
	110mm*520mm*350mm


PRICE   LIST 

	ITEM
	FOB QINGDAO PRICE

	1kw WIND GENERATOR 
	USD 1000

	CONTROLLER +INVERTOR(ON-GRID)
	USD 2300

	WIND GENEROTOR GUY WIRE TOWER
	USD 100

	SOLAR PANEL 1kw
	USD 3600

	Total 
	USD 7000


Price list 
	Item 
	FOB Wind Cycle

	HF1kw+1kw hybrid

On-grid system
	USD  7000


Standard shipping included, air freight available for additional $1500 (total for air freight is $8500).
Minimum Order Quantity:  1 set

Delivery time:  7 days after received the deposit.

Payment:  T/T 50% deposit and balance after receive the copy of the B/L.

Package:  ply wooden case

Guarantee:  The guarantee of our products is 1 year.

Work Life: 20-25 years 

